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ArcelorMittal Page 1 of 1

ArcelorMittal

GU 16-400

Sectional Mass Momentof  Section Radius of Coating
area perm inertia modulus gyration area”
cm? kg/m em? cm® cm m?m
Per S 78,9 82,0 2950 265 6,11 0,85
PerD 167.9 123,9 18060 1245 10,70 1,28
PerT 236.8 1859 25060 1440 10,29 1,92
Per m of Wall197,3 154,9 22580 1580 10,70 1,60

Imperial units
Downicad DWG file
* One side, excludes inside of interlocks.
S Single pile: considered neutral axis y'-y'
D Double pile, wall: considered neutral axis y-y
T Triple pile: considered neutral axis y"-y"

Back

http://www.arcelormittal.com/sheetpiling/section/more/id/42/referer/usections/name/use...  8/5/2010



Antiquita IX

Material

Form

Variants

Width

Weight (Kg/m?)
Open Area
Stock Status
Application

Boston 705

Material

Form

Variants

Width

Weight (Kg/m?)
Open Area
Stock Status
Application

Boston 311

Material

Form

Variants

Width

Weight (Kg/m?)
Open Area
Stock Status
Application

Brass
Roll/Sheet
Yas

2400

2.99

55%

MTO

Infill Panels
Balustrades

T316 Stainless Steel
Sheet

Yes

2400

6.2

72%

MTO

Security Balustrades
Cladding

T316 Stainless Steel
Sheet

Yes

2400

7.06

67%

MTO

Security Balustrades
Cladding

1800 635 947
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Product Data Sheet
Edition 18/04/2010

Sikafloor®-264 T

2-part epoxy textured roller and seal coat

Sikafloor®-264 T is a thixetropic 2-component sclvent free pigmented 100% solids
high build epoxy coating for heavy duty and decorative finishes. It can be applied to
vertical surfaces (walls & covers) and in addition provide a lextured floor coating.

Sikafloor®-264 T is used on surfaces where cleantiness and hygiene are important.
These include:

Food processing industry
Chemical/pharmaceutical industry

Power stations

Plastics industry

Laborataries and rooms subject to radiation
Clean rooms, exhibition halls and showrooms
Demonstration areas and training rooms
Washrooms, cloakrooms

For use on mineral based subsfrates such as:
Concrete

Mortar

Stone

Epaxy modified mortars (EpeCem)

Characteristics /
Advantages

High mechanical propesties
Good abrasion resistance
High durabdlity

Coloured

Solvent free

Jointless

Easy and fast to apply

Easily cleaned and maintained
Waterproof

Product Data

Form

Appearance / Colours

coloured, liquid
transparent, liquid

Resin - part A:
Hardener - part B:

Extended colour range

Signhal White RAL 9003, Beige RAL 1001, Light Grey RAL 7035, Silver Grey RAL
7001, Stone Grey RAL 7030, Dusty Grey RAL 7037, Dahlia Yellow RAL 1033,
Ruby Red RAL 3003, Oxide Red RAL 3009, Sky Blue RAL 5015, Reed Green RAL
6013, Emerald Green RAL 68001, Traffic Black RAL 9017

See Sikafloor® Colour Chart

1 Sikafloor®264 T 1/7



Technical Data Sheet
Version 02/2008

Sikaflex®-290 DC

Weatherproof deck caulking sealant

Technical Product Data:

Properties

Sikaffex®.290 DC

Chemical base

One-component polyurethane

Colour

Black

Density (DIN 53479) {uncured)

1,3 kg /| approx.

Stability (non-sag properties)

Thixotropic, non-sag

Cure mechanism

Moisture-curing

Tack-free time

80 min. approx.

Rate of cure "

3 mm per 24 hrs. approx.

Shrinkage (DIN 52451)

1% approx.

Shore A hardness (DIN 53505)

40 approx.

Tensile strength (DIN 53504)

1,3 N/ mm? BpProx.

Elongation at break {DIN 53504)

> 250%

Tear strength (DIN 53515)

10 N/ mm approx.

Application temperature

+5°C to +25°C

Service temperature

-40°C to +90°C

Shelf life {stored below 25°C)

12 months for cariridge/unipac

Y At 23°C and 50% relative humidity

Description:

Sikaflex®200DC  is a one-
component UV-resistant
polyurethane based joint sealing
compound specially formulated for
caulking joints in traditional timber
marine decking. The sealing
compound cures fo form a flexible
elastomer which ¢can be sanded.,
Sikaflex®-290 DC is manufactured
in accordance with the 18O
9001/14001 quality assurance
sysiem and meets the regulations
set out by the International
Maritime Organisation (IMO).

Product benefits:

- One-component formulation
Non-corrosive

Can be sanded
Resistant to UV
weathering
Resistant to seawater and fresh
water

light and

Cure mechanism:

Sikaflex®-280 DC cures by reaction
with atmospheric maisture. At low
temperatures the water content of
the air is lower and the curing
reaction proceeds more slowly.

Areas of application:
Sikaflex®-200 DC  is  used
exclusively for the caulking of joints
in traditional timber strip decking in
boat- and yacht-buiiding
(secondary sealing}.

Sikaflex®-290 DC 1/2



Safety Data Sheet

1. IDENTIFICATION OF THE MATERIAL AND SUPPLIER |

Product Name: 626-84533 DULUX WONDERWALLS CHALKBOARD
BLACK

Recommended Use: Surface coating. Applied by brush, rolier or spray.

Supplier: Dulux Australia, a division of DuluxGroup (Australia) Pty Ltd

ABN: 67 000 049 427

Street Address: 1956 Dandenong Road,
Clayton, Victoria
Australia

Telephone Number: +81 3 9263 5678

Facsimile: +81 3 9263 5777

Emergency Telephone:

1 800 033 111 (ALL HOURS)

2. HAZARDS IDENTIFICATION

Based on available information, not classified as hazardous according to criteria of Safe Work Australia, NON-
HAZARDOUS SUBSTANCE.

Not classified as Dangerous Goods by the criteria of the Australian Dangerous Goads Cede (ADG Code) for transport by
Road and Rail;, NON-DANGEROQUS GOODS.

Poisons Schedule: None allocated.

3. COMPOSITION/INFORMATION ON INGREDIENTS

Components CAS Number Proportion Risk Phrases
Water 7732-18-5 30-60% -
Pigments - 30-60% -
Synthetic polymer(s) - 30-60% -
ingredients determined not to be hazardous - to 100% -

4. FIRST AID MEASURES

Inhajation:
Remove victim from area of exposure - avoid becoming a casualty. Remove contaminated clothing and leosen remaining

clothing. Allow patient {o assume most comfortable position and keep warm. Keep at rest until fully recovered. Seek
medical advice if effects persist.

Skin Contact:
If skin contact occurs, remove contaminated clothing and wash skin with running water. If irritation occurs seek medical

advice,

Eye Contact:
If in eyes, wash out immediately with water. In all cases of eye contamination it is a sensible precaution to seek medical

advice.

Product Name: 626-84533 DULUX WONDERWALLS Issued: 30/06/2009

CHALKBOARD BLACK

Substance No: 000000010045 Version: 3

Page 1 of 5



Product Detail Page 1 of 2

DULUX Design Chalkboard

Code: 626-84533
Dulux Design Chalkboard is a flat black acrylic that turns

surfaces into an instant chalkboard.

Features

Water Based

Flat sheen

100% acrylic paint
For interior use

Benefits

Suitable for chalkboards
Same day recoat, easy clean up and low odour
Provides hardwearing properties

Application

Roller, Brush.
Coverage - 16 square metres per L

Surface Preparation

Previously Painted Surfaces: Scrap off any loose and flaking paint. Fill any
imperfections with apprapriate filler and sand smooth. Dust off and undercoat
with one coat of Dulux Acrylic Primer Undercoa¥/Primercryl. Previously
Painted Chalkboard (not suitable for industrially manufactured school
chalkboards): Sand surface. Dust off. Apply one coat of Dulux Acrylic Primer
Undercoat/Primercryl. Surfaces not previously painted: Fili any surface
imperfections with a suitable filler. Sand smooth and brush/wipe away dust.
Prepare the surface as detailed below: Bare Paperfaced Plasterboard,
Masonry, Cement or Brick: Apply 1 coat of Dulux Acrylic Sealer Undercoat.
Bare Set Plaster/New Plaster, Fibrous Plaster, Plasterglass: Apply 1 coat of
Dulux Oil Based Undercoat or Dulux Seafer Binder/Superseal. Bare Interior
Timber: Apply 1 coat of Dulux Acrylic Primer Undercoat/Primercryt. For highly
tannin rich timbers use Dulux t Step Oii Based.

Ciean Up
Water

Uses

DULUX Design Chalkboard is a guick convenient way of turning most
surfaces into an instant chalkboard.

Sizes
500mi, 1L

Bases
Black in colour, not to be tinied

Top of the page

Top of the page

hitp://www.dulux.com.au/products/dulux-interior-products/specialist/product-detail ?pr...  8/10/2010





